
 

Chamäleon GmbH – Technical Data Sheet 

 

 

TECHNICAL DATA SHEET 

 

 

CHAMÄLEON ABSORBING WIPES 

 

 

Article number:                                 48010 

 

Intended use:                               Car refinishing Product/Absorbing, cleaning 
 

General characteristics:  This woven Absorbing Wipes is composed of 

bleached cotton fibers and is used to pick up dust 

particles before paint and coating operations and 

after sanding.  

It is a high quality cotton fiber with 15 threads per 

sq inch yarn content which has been used for over 

30 years in the automotive industry. 

The bleached fibers ensure that no foreign 

materials nor dirt particles are contained within 

the fabric. 

 

 

Physical characteristics: 
 

Tests                                                   Orientation Units Targets Methods 

Base Weight g/MІ 13 ISO9073-1 

Base Weight Impregnated g/MІ 16 ISO9073-1 

Thickness mm 0.15 ISO9073-2 

 

 
C425 / P65 / GMR 

 Cotton bleached Gauze material 

 Tack Rag for Dust Retention 

 

 

Size:  42sm x 74sm 

 

 

 

 
For the additional information that is not included to the Technical Data Sheet   apply to the supplier: 

 e-mail: info@chamaeleon-produktion.de  

See information on safety in Safety Data Sheet. 
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