PROTECTIVE PRIMERS

WASHPRIMER 2:1

PARAMETERS EPOXY PRIMER 2:1
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WASHPRIMER 2:1

1K EPOXY PRIMER

1K WASH PRIMER

Packages

Mixing ratio (by volume)

Addition of thinner
Binder basis
Colour
Consumption
Action

Suitable substrates

Spray gun settings

Spray viscosity
Pot life

Number of coats
Coat thickness

"Wet-on-wet" application

Flash-off time
Drying time

Recoatable with putties

Top Coat
Special remarks:

Sanding

2:1 (on large surfaces 1:1 is possible)

combination of epoxide-polyamide resin orthophosphoric acid epoxy resin

-10 m2 /| (by 35 w m dry film thickness) -10m2 /1

iron and steel iron and steel cleaned and sanded: blank metal; coated zinc;  cleaned and sanded: blank metal; cured
aluminium aluminium aluminium + enodized aluminium; old paints; painting; primer for refinishing pars; polyester
sanded galvanized sheet sanded galvanized sheet glass fiber materials; plastic substrates primed substrates; aluminium;

dryed and sanded old paint layers with 1K Plastic Adhesive galvanized sheet metals with 3 - layer structure

16 - 28 s 4 mm DIN 16 - 18 s 4 mm DIN

1-1.5

B

dust dry: 4 - 6 min IR dry: 3 min
set to touch: 20 - 25 min
recoatable: 30 min.- 8 h

2K paints 1K and 2K paints 2K paints

dust dry: 10 - 15 min
recoatable: 30 - 45 min
sandable: 6 - 8 h at 20°C

IR dry: 8 - 10 min

1K and 2K paints

P 220 - P 400

P 220 - P 400

Based on the distinctive features of each primer you can choose the one that suits you best in each specific situation
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