
TECHNICAL DATA SHEET

WAFFLE TACK RAG

Article number:                                48011

Intended use:                                              Car refinishing Product/Cleaning

General characteristics:  Has a technical structure which   removes dust
from the surfaces after sanding.

Product characteristics: This cotton tack rag is impregnated with a unique
formulation of resin and oil based on water, and it
never dries out!

                                                                          It’s special shrinked waffle shape allows dust
particles to penetrate deep into the fabric!

Usage:

The Tack Rag is approved in the OEM industry around the world! It's produced with 100% virgin
polyester fibres who don't lint neither contain any silicone! The impregnation formulation
assures the pick up of the microdust on the surfaces without leaving traces. The Hot Melt
impregnation is made without using solvents! The tack rag doens't dry out over time! Our Tack
Rags are therefore suited to be used in combination with water based paints and coatings !!!

Technical characteristics:

Fiber Composition: 100% Cotton
Characteristic: Tack Rag Non-Bleached Waffle Gauze

Raw  Material Properties:

Tests: Orientation: Units: Targets: Methods:
Impregnated Base Weight g/M² 300 ISO 9073.1
Thickness mm 0,15 ISO 9073.2
Percentage In Virgin Textile % 100
Percentage In Recycled Fibers % 0
Bleaching Method
Colour White
Tear Strength MD (12 Layers) N/50mm 80 ISO 9073.3
Tear Strength CD (12 Layers) N/50mm 60 ISO 9073.3
Elongation At Break MD % 9 ISO 9073.3
Elongation At Break CD % - ISO 9073.3
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Finished Products Properties:

Description: Data:
Packaging Units (# Bags Per Case) # 1
Number Of Sheets/Case # 100
Number Of Sheets/Bag # -
Sheet Length cm 90 (stretched) 20 (shrinked)
Sheet Width cm 95 (stretched) 55 (shrinked)
M²/Sheet M² 0,855 (stretched) 0,11 (shrinked)
M²/Case M² 76,50
Net Weight/Case Of 100 Units Kg 3,60
Gross Weight/Caze Of 100 Units Kg 4,30
Net Empty Case Weight g 500
Case Size mm 400 x 300 x 300
Number Of Cases Per Pallet # 64
Pallet Size cm 80 x 120 x 175
Pallet Weight Kg 75,00
Specific Structure Bleached Gauze Material

Date: 08, February  2014
This release replaces all eventually earlier issued versions.

For the additional information that is not included to the Technical Data Sheet  apply to the
supplier:    e-mail: info@chamaeleon-produktion.de
See information on safety in Safety Data Sheet.
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